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 POLLUTION INCIDENT PREVENTION PLAN 
 AND 
 HAZARDOUS WASTE CONTINGENCY PLAN 
 
 for 
 
 Michigan Department of Transportation 
 Central Maintenance Building 
 6333 Old Lansing Road 
 Lansing, Michigan  48917 
 Telephone:  (517) 322-3300 
 
 
 
 
PRIMARY EMERGENCY COORDINATOR   ALTERNATE EMERGENCY COORDINATOR 
 
 Eileen Phifer     Andre Clover  
 (517) 373-1898       (517) 322-3391    
  
 
 
MDOT EMERGENCY MANAGEMENT   MDOT COMMUNICATIONS OFFICE 
 
 Tim Jones     Benjamin Kohrman 
 (517) 241-2877       (517) 335-3084   
      
 
 
ALTERNATE EMERGENCY MANAGEMENT  Safety Coordinator 
 
 Bob Cross     Mike Heiss 
 (517) 322-3350       (517) 322-3342 
   
 
 
 
 EPA ID NO. MID 017199126          
 
 
 
 ************************************ 
 IN CASE OF EMERGENCY CALL THE   
 DEQ POLLUTION EMERGENCY ALERTING  
 SYSTEM (PEAS)   1-800-292-4706   
 ************************************ 
 
 
 

DATE: July 2003 
 
 
 
 
 
 
 



 

 

STATUTORY AUTHORITY 
 
 
This Pollution Incident Prevention Plan (PIPP) has been prepared in accordance with Part 5 administrative rules pursuant to Part 
31, Water Resources Protection, of the Natural Resources and Environmental Protection Act, 1994 PA 451, as amended (Act 
451). 
 
Copies of this plan have been placed on file with the appropriate agencies.    
 
This plan is to be kept on file in the facility waste notebook.  Its content should be familiar to each employee.  The plan is to be 
reviewed and amended as required by changes in operations or failure of the plan in an emergency. 
 
A formal training program on hazardous waste and polluting materials management has been developed by MDOT and MDEQ.  
This training will be required for all emergency coordinators, their alternates and any employee who manages polluting materials 
and hazardous wastes as part of day to day operations.  Video tapes and handout materials, along with periodic updates, will be 
used to train new employees and to keep abreast of changing regulations. 
 
An outline of this training program is on file in the Waste Management Notebook at this facility. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 



 

 

EMERGENCY RESPONSE AGENCIES 
 
 

POLICE   State  - Lansing Post     911 
    
 
   County - County Sheriff Department    911 
   1025 Independence Blvd. 
          
 
FIRE    Delta Township Fire Dept    (517) 886-1162 
   215 Snow Road      911 
   Lansing, MI 48917 
 
 
HOSPITAL   Sparrow Hospital     (517) 483-2222 
   1215 E Michigan 
   Lansing  
 
    
   St Lawrence Hospital    (517) 377-0304 
   1210 W Saginaw 
   Lansing 
 
 
AMBULANCE   Delta Township      911 
    
 
 
HEALTH DEPT   Eaton County District Health Department  (517) 543-2430 
   528 Beech 
   Charlotte, Michigan 
 
MDEQ OFFICE   Region 111 Headquarters       (517) 322-1300 
   State Sec. Complex 
   Lansing, MI  
 
WASTE WATER  Delta Township     (517) 323-8570 
TREATMENT PLANT 
 
 
U.S COAST GUARD National Response Center    1-800-424-8802 
 
 
These agencies have been offered the opportunity to review this plan and to schedule a site visit to evaluate its adequacy. 
 
 
 
 
                                               
       Transportation Engineer  Date     

 
 
 
 
 
 
 
 
 



 

 

POLLUTION INCIDENT RESPONSE 
 
 
If a spill or leak of salt, oil or polluting material occurs, the Emergency Response Actions posted near the telephones are to be 
followed.  They are given here in more detail.  The emergency response coordinator and alternates should become familiar with 
these steps.  
 
1. Assess the situation; follow all health and safety precautions warranted by the material and circumstances. 
 
2. If there is reason to believe that the release of polluting material threatens the health or safety of employees or of 

surrounding residents or properties evacuate the facility, notify the local emergency response agencies listed in this 
plan and follow their instructions.    

 
3. If there is reason to believe that the polluting material has or may reach the waters of this state via the drains, sewers, 

surface runoff or soils at the facility, immediately contact the DEQ Pollution Emergency Alerting System (PEAS) at 
the number on the front of this plan.  Follow their instructions for containing or cleaning up the material. 

 
4. If emergency response agencies, including DEQ or health departments, are contacted for assistance, then the 

Emergency Coordinator must also notify the MDOT Emergency Services Coordinator and/or the MDOT Office of 
Communications.  The contact and telephone number for these offices are listed on the cover of this plan. 

 
5. Take steps to minimize the release of polluting material to the environment.  This can include but is in no way limited 

to the following measures: 
 
      a.   DO NOT FLUSH WITH WATER UNLESS DIRECTED TO DO SO. 
 
 b.   Shut off valves, plug leaks, pump tanks etc. to stop the release.  
  
 c.   Dike or absorb the material using sand or other material. 
        
      d.   Plug drainage inlets/outlets. 
 
 e.   Redirect flows to a holding area. 
 
 f.   Excavate contaminated soils. 
 
6. Clean up all contaminated material.  Clean out catch basins, tanks or basins contaminated by the material.  Excavate 

contaminated soils or absorbent material.  Follow instructions given by DEQ or MDOT environmental staff for final 
clean up action. 

 
7. Properly store, label and document the wastes for disposal. 
 
8. Notify the Regional Resource Specialist that a spill or leak has occurred.  Make arrangements for disposal of waste 

material. 
 
9. Clean and service all emergency equipment.  Replenish supplies of absorbent material, etc.  Recommend and perform 

maintenance on containment systems. 
 
10. Enter into the waste notebook, a full account of the incident including date, time, volume, material and response taken. 
 
11. If the DEQ PEAS staff has not been notified, do so within 10 days of the incident with the following information: 
 

a.  Facility name and location. 
 
 b.  Description and volume of material involved. 
 
 c.  Time and date of spill or leak. 
 
 d.  Assessment of damage and response taken. 
 
 e.  Remedial action planned or assistance needed. 
 
12. Review PIPP/HWCP for changes needed to make it more effective and realistic. 



 

 

 
 GENERAL INFORMATION 
 
 
The Central Maintenance Building is a highway maintenance facility owned and operated by MDOT. This PIPP is written to 
include the Sign Fabrication Shop, Overhead Sign Shop, the Signal shop and the central maintenance office area.  These shops 
are operated by MDOT to fabricate, construct or maintain traffic control devices used throughout the state.   
 
Shown here is a general location map for the facility.  A detailed site plan showing drainage, storage areas, safety equipment and 
other site details are included in the Plan.  
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PHYSICAL DESCRIPTION OF THE FACILITY 
 
 
Listed below are the structures and containment systems for the storage of polluting materials. 
 

Central Maintenance Building  
Hazardous Material Storage Building 

 
     
 
These facilities use township water as a fresh water source and are connected to the township sanitary sewer system. 
 
All floor drains around the facilities outlet into township sewer system (combination sanitary/storm). 
 
For security and safety reasons, this facility is entirely enclosed by a  fence. During off duty hours the gate is closed and locked. 
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 EMERGENCY EQUIPMENT 
 
 
 
This facility will be maintained and operated to minimize the possibility of a fire, explosion or release of polluting materials.  The 
following communications, fire protection, spill control and clean up equipment are available on site in case of an emergency.  
This equipment will be inspected and maintained as necessary to assure its proper operation if a pollution incident should occur. 
 
       Description                           Testing/Maintenance 
 
 1. Telephone/Intercom   Test monthly 
 
 2. Two Way Radio    Maintenance as required 
 
 3. Portable Fire Extinguishers   Inspect annually or as needed 
 
 4. Waterhose 
 
 5. Absorbent Material    Replenish supply as needed 
 
 6. Hand Shovels 
 
 7. Pumping equipment   Inspect monthly as needed 
 
 9. Eye Wash    Inspect monthly as needed 
 
 10. Shower     Inspect monthly as needed 
 
 11. Respirator    Inspect monthly 
 
 12. Intercom System    Test monthly 
 
  * Numbers correspond to the site plan in the Attachments Section. 
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 POLLUTING MATERIALS STORED OR USED AT THIS FACILITY 
 
 
Listed below are the materials currently stored or used at the Central Maintenance Facility that have the potential of causing 
environmental damage in the event of accidental spills or leakage.  Following is a discussion of the type of material, how it is 
stored and pollution incident prevention measures. 
 
  Hydraulic Fluid  
 
  Solvents 
 
  Small Quantity Chemical Products 
 
  Kerosene 
 
  Phosphoric Acid 
 
   
 
The locations of these materials are shown on the Hazardous Material Site Plan found in the Attachments Section.  Complete 
information regarding the physical properties, chemical names and required safety precautions can be found in the Material 
Safety Data Sheets (MSDS) posted at this facility. 
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Hydraulic Fluid 
 
The Central Maintenance Facility stores an average of one 55 gallon drum of hydraulic fluid.  This product is used in vehicles 
and lifting equipment.  Bulk hydraulic fluid is stored inside the hazardous product storage building and pumped from the drum as 
needed.  
 
Pollution Incident Preventive Measures 
 
Secondary containment is provided for the drum storage area by a curbed concrete floor of the hazardous materials storage 
building.  Absorbent material is available in the storage and use areas.  The storage and use areas are inspected weekly for signs 
of spills or leaking containers.  In the event of the release of a large or unknown volume of material, the POLLUTION 
INCIDENT RESPONSE STEPS presented in this plan and posted on the facility are to be followed.  
 
 
Kerosene 
 
The Central Maintenance Facility stores an average of one 55 gallon drum of kerosene.  This fuel is used in portable heaters.  
Bulk kerosene is stored inside the hazardous product storage building and pumped from the drum as needed.    
 
 
Pollution Incident Prevention Measures 
 
Secondary containment is provided for the drum storage area by a curbed concrete floor of the hazardous materials storage 
building.  Absorbent material is available in the storage and use areas.  The storage and use areas are inspected weekly for signs 
of spills or leaking containers.  In the event of a release of a large or unknown quantity of material, the POLLUTION INCIDENT 
RESPONSE STEPS presented in this plan and posted at the facility are to be followed. 
 
Phosphoric Acid 
 
The Central Maintenance Facility stores an average of one 55 gallon drum of phosphoric acid as well as the 900 gallon etching 
tank of phosphoric acid.  The phosphoric acid is used for the cleaning of aluminum in the creation of new signs. 
 
Pollution Incident Prevention Measures 
 
Secondary containment is provided for the drum storage area by a curbed concrete floor of the hazardous materials storage 
building.  Absorbent material is available in the storage and use areas.  The storage and use areas are inspected weekly for signs 
of spills or leaking containers. In the event of a release of a large or unknown quantity of material, the POLLUTION INCIDENT 
RESPONSE STEPS presented in this plan and posted at the facility are to be followed.  
 
Hazardous Waste 
 
This facility is a small quantity generator of hazardous wastes and is regulated under both the Federal Resource Conservation and 
Recovery Act and the Michigan Hazardous Waste Management Act (Act 64). 
 
Typical hazardous wastes generated by the Central Maintenance facility are hydrocarbon waste. Used mineral spirits are treated 
as hazardous waste and manifested to a licensed hauler.  
 
Satellite barrels for accumulating wastes are located in the work areas and are managed in accordance with federal and state 
hazardous waste regulations. A hazardous waste management plan has been instituted at this facility.  This plan includes 
hazardous waste training for all employees, weekly inspection and documentation of any spills or leaking hazardous waste 
containers, and measures to reduce the volumes of waste generated at this facility.  All hazardous waste will be accumulated and 
manifested for disposal as required by law. 
 
Pollution Incident Prevention Measures 
 
Hazardous wastes will be stored away from open drains.  The storage area will be blotted with absorbent material and placed in a 
separate, labeled container and disposed of as sold hazardous waste.  In the event of the release of a large or unknown volume of 
material the POLLUTION INCIDENT RESPONSE STEPS presented in this plan and posted at the facility are to be followed. 
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Used Oil 
 
Any used oil will be collected and disposed of properly. 
 
 
Pollution Incident Prevention Measures 
 
Used oil will be stored in a closed container.  Stored away from open drains and bare grounds.  In the event of the release of a 
large or unknown volume of material the POLLUTION INCIDENT RESPONSE STEPS presented in this plan and posted at the 
facility are to be followed. 
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POLLUTING MATERIALS STORED IN SMALL QUANTITIES - ON AN AVERAGE 

 
The Central Maintenance Facility stores several chemical products in small quantities.  Among these are:  
 
15-W-40 Motor Oil...............................................................................................................................................................84 quarts 
Permanent Anti-Freeze ....................................................................................................................................................... 12 gallons 
Air Brake Anti-Freeze .......................................................................................................................................................... 2 gallons 
Dry Gas...................................................................................................................................................................................24 pints 
Flow Master Diesel Fuel Conditioner ...................................................................................................................................27 quarts 
Hydraulic oil ...........................................................................................................................................................................5 gallon 
5.5 oz bottles/bars leaks .................................................................................................................................................................... 3 
12 oz bottles/Rust Inhibitor............................................................................................................................................................... 1 
Brake Fluid ........................................................................................................................................................................... 2 gallons 
Liquid Wrench...................................................................................................................................................................... 3 gallons 
Thread Cutting Oil ................................................................................................................................................................ 3 gallons 
Kilfrost.................................................................................................................................................................................. 4 gallons 
Chassis Grease ....................................................................................................................................................................... 40 tubes 
Gunk ..................................................................................................................................................................................... 5 gallons 
Liquid Hand Cleaner............................................................................................................................................................. 4 gallons 
4 lb. Boxes/Powdered Car Wash....................................................................................................................................................... 2 
22 oz. Bottles/Glass Cleaner ............................................................................................................................................................. 9 
Glass Cleaner........................................................................................................................................................................ 3 gallons 
80 oz. boxes/Powered Hand Cleaner ................................................................................................................................................ 4 
16 oz. Boxes/Soilax .......................................................................................................................................................................... 5 
Toilet bowl cleaner .................................................................................................................................................................8 quarts 
Wax Stripper......................................................................................................................................................................... 4 gallons 
Germicidal Cleaner ............................................................................................................................................................... 3 gallons 
Lemon Oil Furniture Polish .................................................................................................................................................. 3 gallons 
Water Soluble Cutting Oil .................................................................................................................................................... 5 gallons 
Floor Cleaner ........................................................................................................................................................................ 5 gallons 
Degreaser ............................................................................................................................................................................ 15 gallons 
Windshield Washer Solvent................................................................................................................................................ 20 gallons 
ZAP Parts Cleaner ................................................................................................................................................................ 5 gallons 
Linseed Oil ........................................................................................................................................................................... 5 gallons 
Sparsol Form Oil................................................................................................................................................................. 10 gallons 
Thoroclear Cement Sealer ......................................................................................................................................................1 gallon 
Tar Remover ...........................................................................................................................................................................1 gallon 
Quick Start.........................................................................................................................................................................3 cylinders 
Roofing Tar - Trowel.......................................................................................................................................................... 30 gallons 
Roofing Coating - brush ....................................................................................................................................................... 5 gallons 
Aluminum Paint.................................................................................................................................................................. 10 gallons 
Enamel Paint....................................................................................................................................................................... 10 gallons 
Acrylic Paint ......................................................................................................................................................................... 4 gallons 
Xylol - Paint Reducer ........................................................................................................................................................... 8 gallons 
12 oz cans/LPS 1 ............................................................................................................................................................................ 12 
12 oz cans/LPS 2 ............................................................................................................................................................................ 12 
12 oz cans/LPS 3 ............................................................................................................................................................................ 12 
12 oz cans/CRC .............................................................................................................................................................................. 12 
12 oz cans/WD-40 .......................................................................................................................................................................... 12 
12 oz cans/Inhibisol ........................................................................................................................................................................ 24 
12 oz cans/Various Colors of Paint................................................................................................................................................. 72 
Never Seez............................................................................................................................................................................. 24 tubes 
Starting Fluid ............................................................................................................................................................................6 pints 
½ pt can/Chain Saw Oil/ gas........................................................................................................................................................... 24 
Chain Saw Oil - Bar lube...................................................................................................................................................... 2 gallons 
Paint Thinner ........................................................................................................................................................................ 7 gallons 
Acetone.................................................................................................................................................................................12 quarts 
Mineral Spirits .......................................................................................................................................................................1 Gallon 
Shellac ....................................................................................................................................................................................1 gallon 
Paint.................................................................................................................................................................................... 20 gallons 
Turpentine............................................................................................................................................................................. 2 gallons 
Yellow Marking Paint (spray cans) ........................................................................................................................................ 10 cans 
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Graffito Remover (spray cans).................................................................................................................................................. 2 cans 
Bulk Motor Oil ..................................................................................................................................................................... 5 gallons 
Used Motor Oil ..................................................................................................................................................................... 5 gallons 
 
 
 EMERGENCY RESPONSE ACTIONS 
 
 (To be posted near telephone and in material storage areas) 
 
 
 1. Quickly assess the situation. 
 
 2. Call emergency response agencies and/or evacuate if necessary. 
 
 3. Notify the facility emergency coordinator. 
 
 Name: Eileen Phifer  
 
 Work Number: (517) 373-1898    
 
 4. Notify the DEQ PEAS if a polluting material does or may reach water resources through sewers, ditches or soil. 
  
    PEAS:  1-800-292-4706 
 
 5. Contact the MDOT Emergency Services Coordinator and the Office of Communications if outside response agencies 

are called upon to control the situation. 
 
 Name:  Eileen Phifer   Name: Benjamin Kohrman 
 Maintenance Division   Communications 
 Work: (517) 373-1898   Work: (517) 335-3084 
      
 
 6. Minimize the damage 
 
 - Take reasonable actions to control fire or limit the damage 
  - DO NOT FLUSH HAZARDOUS MATERIAL WITH WATER UNLESS DIRECTED TO DO SO BY AN       
  AGENCY REPRESENTATIVE 
  - Shut off valves, pump tanks, plug inlets/outlets 
 - Dike or redirect flows to a holding area 
 - Absorb with sand or other material 
 - Excavate contaminated soils 
 - Clean out oil skimmer catch basins 
 
 7. Clean up and properly dispose of all recovered or contaminated material. 
 
 8. Notify the Regional Resource Specialist. 
  
     Name:  Bob Batt 
 Jackson District Office 
     Work: (517) 780-7528 
   
 
 9. Make full report to DEQ PEAS within 10 days. 
 
10. Evaluate the Plan and response actions for adequacy. 
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 EVACUATION PLAN 
 
 (To be posted at the facility) 
 
 
 
  1. Employers will be given notification either verbally or by mobile 

radio.  
 
 
 
  2. All employees will be evacuated to an area outside the front gate. 
 
 
   
  3. An employee will be assigned to the front of the property to keep out 

unauthorized persons. 
      
 
 
 
  4. The front gate will be locked after all  
   employees have been accounted for. 
 
 
 
  5. A sign will be placed on the front gate declaring the area 

contaminated. 












































































